
.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.
.

.

.

.

.

.

.

.

.

.

.
.

.

.

.

.

.

.

.

. .

3
’
-
6
"
 

M
i
n

4
’
-
6
"
 

M
a
x

6’-0"

specified.

PCC

PCC

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

. .

2
"

3
"

~

~

�

Pipe post to be set 1’-6" back from face of curb unless otherwise1.
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TYPE ˛˛

PLAN

POST ANCHORAGE DETAIL

ELEVATION

SLEEVE POST DETAIL

shown on plans

GUARD POST

Use unless otherwise specified or

post may be anchored to the sidewalk as shown in the "Post Anchorage 

Where barricade posts are installed in existing concrete sidewalk, the

1
’
-
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4
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2
’
-
0
"

2
’
-
6
"
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1’-6" Ø
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�

"

2
’
-
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"

5"
Detail". Bolt circle diameter shall be 4" minimum for Type I barricade

1
’
-
3
"

and 5" minimum for Type ˛˛   barricade.

STEEL CHAIN

SCREW-ON STEEL CAP

2 NPS STANDARD PIPE

SEE NOTE 2

USE SLEEVE POST DETAIL

UNLESS OTHERWISE SPECIFIED

�" Min GALVANIZED

�" BASE PLATE

THREADED PIPE COLLAR

PCC SIDEWALK

EXPANSION ANCHORS

SQUARE

�" Ø HOLES

BOLT 
CI

RCLE

(S
EE 

NOTE 
2)

DEFORM THE THREAD

SLEEVE

SEE NOTE 3

FINISHED GRADE

REMOVE SHARP EDGES

PCC FILL

STEEL PIPE

�

 Min

�

 Min

MECHANICAL

4 NPS Std Galv STANDARD

3.

4.

DETAIL A

DETAIL D DETAIL E

DETAIL B

3
"

2 NPS OR 1� NPS Std PIPE POST, GALVANIZED

�" Ø, TOTAL 4

.
.

.

.

.

.

.

3
"

Steel sleeve shall be constructed with an inside diameter     larger

than the post’s outside diameter. Wall thickness of sleeve shall be same

as post or larger.

DEPARTMENT OF TRANSPORTATION

STATE OF CALIFORNIA

NO SCALE

ELECTRICAL SYSTEMS

(PEDESTRIAN BARRICADES)

NOTES:

COUNTY ROUTE
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THE STATE OF CALIFORNIA OR ITS OFFICERS

OR AGENTS SHALL NOT BE RESPONSIBLE FOR

COPIES OF THIS PLAN SHEET.
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THE ACCURACY OR COMPLETENESS OF SCANNED
R49(CA) SIGN

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

4
’
-
6
"

PCC

6" Ø

3
"

R

TYPE ˛

1’
-0
"

1
’
-
3
"

2
’
-
0
"

1
’
-
3
"
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6’-0" Max

WITH GALVANIZING DRAIN HOLES EACH END

DETAIL C

SEE NOTE 2

POST DETAIL,

USE SLEEVE

TOTAL 6
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Alternative details may be submitted for approval by the Engineer.

�"   Galv BOLT WITH NUT AND WASHER.
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